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Professional sound source with two independent sections:

• FM digital tuner, stores up to 60 stations, manual or 
automatic tuning, back-lit display, front control but-
tons, stereo output via RCA connectors.

• CD/MP3/USB/SD/MMC player, mechanical anti-shock 
system, back-lit display, front control buttons, stereo 
output via RCA connectors.

The unit also features an additional stereo output via RCA 
connectors which mixes two sections with priority for CD 
mode, switches automatically to Tuner mode when disc 
ends. Features IR remote control for Tuner and CD modes. 
It can be rack mounted. Size: 1 r.u.

SRCD
cod.  1500-131010

MULTIMEDIA 
PLAYER

TECHNICAL SPECIFICATIONS

Frequency range FM 87,5 ÷ 108MHz

Sensitivity 6uVemf

Frequency step 50KHz

Output level -5dBu; 400mV

Frequency response 50 ÷ 15000Hz

Nominal harmonic distortion 1KHz <1%

Signal to noise ratio >55dB

Search time ~6"

TOC reading time ~6"

File type MP3

Output level +4dBu; 1,2V

Frequency response 20 ÷ 20000Hz

Nominal harmonic distortion 1KHz <0,2%

Signal to noise ratio >80dB

AC operating voltage 230Vac - 50÷60Hz

Current consumption 10VA

Dimensions (WxHxD) 483x44x250mm

Colour black

Weight 3,7Kg
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